
 

 
 
 
 
 
 

 
 
 
 

Guitarists know the problem, as do bass 
players — even keyboarders with older 

analog synthesizers struggle with poorly 
tuned instruments. Even with modern 

digital instruments it can happen that 
someone will accidentally tamper with the 

tuning when navigating through the 

depths of the submenus. Relief is in sight 
with the SINE CT 1 chromatic rack tuner 

by TerraTec.  
 

It doesn't matter whether you're sitting in 
a noisy rehearsal room and you can't hear 

yourself think, or if recording is already in 
progress in the studio next door and 

absolute silence is essential — the SINE 
CT 1 will get you in tune in any situation. 

Simply plug your instrument into one of 

the ¼" jack sockets — identical ones are 
available on the front and rear panels — 

and strike a string or key. The 7-segment 

 
 

display automatically shows the pitch 
being played, while the LED chain 

indicates the possible deviation. The mute 
switch or optional foot switch lets you 

mute the tone output while tuning. If you 
would rather depend on your hearing, use 

the integrated tone generator which co-

vers a range of C1 – B5 in semitones. 
The reference tone can be adjusted freely 

in a range of 438 – 445 Hz in 1-Hz steps. 
If precision is essential, the SINE CT 1 is 

your best choice. 

 
 
• Reference tone adjustable from  

438 Hz to 445 Hz in 1-Hz steps 

• Integrated tone generator (C1 – B5 in 

semitones) 

• Mute function, foot switch optional 

• Display sensitivity adjustable in three 
steps 

 
 
 


