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•	 5.1 surround sound card

•	 Digital inputs and outputs

•	 Supports 2, 4 or 6 speakers

•	 Up to 48 kHz during recording and playback

•	 For games, music, DVDs and internet telephony

So, you like to plunge into a suspense filled game every so often, but don‘t want to miss out on quality sound effects? Or maybe you 
just want the sound quality of your MP3s to be as good as gold? If so, the AUREON 5.1 PCI is just right for you, offering affordable, 
first-class sound quality.

The AUREON 5.1 PCI offers everything you need to achieve perfect sound. With up to 6 (5.1) channels for connecting 2, 4 or 
6 loudspeakers and top-quality recording and playback at up to 48 kHz. Optical digital inputs and outputs guarantee lossless 
recordings and the right connection for DVD, DAT or MiniDisc recorders. And to ensure perfect clarity in gaming entertainment, all 
popular 3D-sound standards are supported - from EAX 2.0/1.0- A3D and I3Dl2 to Direct Sound 3D and Sensaura 3D.

The Access to Top-class Sound

AUREON5.1PCI
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Article Number: 10063
EAN-Code: 4017273100630
Warranty:  24 month
Internet:  www.terratec.com
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The Access to Top-class Sound

AUREON5.1PCI
Features
•	 DirectSound	/	3D			

•	 A3D	1.0

•	 EAX	1.0,	EAX	2.0

•	 MacroFX,	EnvironmentFX,	ZoomFX

•	 I3DL2 
•	 SoundBlaster	/	Pro 
•	 AC	97	

Digital Audio
•	 8/16	bit	recording	&	playback	at	up	to	48	kHz	(mono/stereo)

•	 Extended	full	duplex	stereo	for	recording	&	playback	(mono/stereo)

•	 Record	and	playback	all	audio	sources

Audio Mixer
•	 Individual	level	controls	for	all	audio	sources

External Connections
•	 Digital	output,	optical,	44.1	/	48	kHz	(TOS	link)

•	 Digital	input,	optical,	44.1	kHz,	48	kHz	(TOS	link)	!	Windows	7	-	48	kHz	only	!

•	 3	line	outputs,	stereo	(3.5	mm)

•	 Line	input,	stereo	(3.5	mm)

•	 Microphone	input,	mono	(3.5	mm)

Onboard Connections
•	 CD	audio	input,	stereo	(MPC3)

•	 Aux	In,	stereo	(MPC3)

System requirements 
•	 1.0	GHz	Intel	/	AMD	CPU

•	 1	GB	RAM

•	 One	free	PCI	2.1	compatible	PCI	slot	

•	 Internet	connection	for	driver	and	software	download

•	 Microsoft	Windows	XP	SP3	(32	Bit)	/	Windows	Vista	SP2	(32/64	Bit)	/	Windows	7	SP1	(32/64	Bit)	/	Windows	8

Scope of delivery
•	 AUREON	5.1	PCI	

•	 Quick	setup	guide

•	 Service	card


