
 

 

 

 

Cameo Convert is a Bridge between Worlds... 

 

 

 

 

 

 

 

 

 

 

 

 

... no matter whether your video is an analog or digital recording, the external converter transfers 

recordings from one medium to another in the best possible quality. Connect your VCR, TV, analog 

camcorder or DVD player to your desktop or notebook PC, Mac or DV camcorder in a few simple steps. 

 

From analog to digital (and back), please...  

Would you like to digitize your analog videos, edit them on your PC or Mac and store them on DVD or 

(S)VCD with the click of a mouse? Transfer digital videos to your VCR or TV? Or simply set up a connection 

between your DVD player, VCR, camcorder, TV or computer to view, copy and convert video material? It's all 

no problem with CAMEO Convert. It features suitable connections for any purpose—from the lightning-fast 

FireWire™ port to analog video-in and video-out (S video, composite) to audio inputs and outputs. It's 

everything you need to go from analog to digital—and back, if necessary. Just what you need, whenever you 

need it. 

 

It's all there: a complete accessories package 

CAMEO Convert comes with a complete accessory package to cover all of your video transfer needs. It 

includes suitable connector cables (two DV cables, S video cable, A/V cable, Scart-composite adapter) and 

a powerful PC software package, including Ulead MediaStudio VE 6.5 for professional video editing and 

archival on (S)VCD or DVD. 
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Technical Details 

  

Inputs 

 Digital Video:  2 * 6-pin FireWire™ (iLink) I/O ports, 25Mbps transfer rate 

 Analog Video:  Y/C (S-Video) Hosiden (Y: 1.0Vss; C:0.627,Vss) Composite (video) Chinch (1.0Vss) 

 Analog Audio:  Stereo-Chinch 

  

Outputs 

 Digital Video:  2 * 6-pin FireWire™ (iLink) I/O ports, 25Mbps transfer rate 

 Analog Video:  Y/C (S-Video) Hosiden (Y: 1.0Vss; C:0.627,Vss)Composite (Video) Chinch (1.0Vss) 

 Analog Audio:  Stereo-Chinch 

  

Miscellaneous 

 Video-Level:  adjustable to 0 IRE or 7.5 IRE 

 Video-Standard: CCIR 601 PAL & NTSC, selectable via a DIP switch 

 Dimensions:  156 x 40 x 150 mm 

 Power Supply:  DC 5V 6 watts 

  

 

 

 

Art.No.:  6090 

EAN-Code: 4017273660905 

Warranty: 24 months 

 

Cameo Convert – 11/2002- page 2 / 2 
All company names and trademarks are registered trademarks and brand names of their respective owners.  
© 1994 - 2002 TerraTec Electronic GmbH 


	Technical Details

